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The fixed LAVC camera is built around 
a highly sensitive 17µm thermal imag-
ing detector and a low light CCD. The 
thermal detector offers a detection 
range for other vehicles of up to 
950m. This offers a siginificant advan-
tage over the drivers vision alone.

The thermal detector is not affected 
by light (or lack of) in the same way as 
a normal camera. The dazzling of 
headlights and hidden dangers in 
darkness or adverse weather are no 
issue for the detector. Any heat signa-
ture within its field of view will be 
detected and gives an advanced warn-
ing of a possible threat. The result is 
increased situational awareness at 
night and the chance to spot the dan-
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gers ahead earlier than with head-
lights alone.

The low Light camera offers great 
detail during day/Low light conditions 
and includes 12x optical zoom which 
can be controlled dynamically and 
using presets. This allows further 
identification of any targets detected 
by the thermal imager. This can be sup-
plemented with the addition of high 
powered LEDs in White Light or IR (for 
a more covert approach).

All of this has been built into  a com-
pact alluminium housing which has 
been purged and hermetically sealed 
to prevent ingress and ward off con-
densation. The rugged design rated up 

to IP68 ensures that 
the LAVC can with-
stand the toughest 
environments.

Dazzling headlights do 
not prevent the thermal 
imager giving a clear view



Thermal Imaging for Security and Defence

LAVC - Overview

Specification LAVC 
Thermal 
Detector 384x288 - 17µm 
NETD 30mK 
Spectral Range 8-14µm 
Lens 19mm (standard) 

10mm (option) 
FOV 16° x 12° (19mm) 

30° x 22° (10mm) 
Digital Zoom 2x, 4x 
CCD  
Sensor Samsung 
Resolution 752x582 - 680TVL 
Lens 4-46mm 
FOV 4.5-51.5° 
Zoom 12x optical, 16x digital 
Low Light 
Sensitivity 

0.2 Lux Colour, 0.004 Lux B/W 

Lighting 
LED Optional LED Illuminator in IR or White 

Light 
Physical 
Dimensions 138 x 57 x 106mm 
Weight 1kg 
Housing IP68 Hermetically Sealed Hard 

Anodised Aluminum 
Temperature -20° to 50°C 
Power 
Consumption Nominally 10W 
Voltage 10-15VDC protected 

Each LAVC can be made to order and this allows us to offer sev-
eral options including: 640x480 thermal detector, HD Visual 
Camera, IP/digital outputs and a fusion model.

Thermal imaging Detects objects you might 
ordinarily miss

Giving you that clarity and awareness of 
your surroundings
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